
Equipment: LR 1800 (0480) 
Location:    Europe 

 
 

 
 

 

- MAKE : Liebherr 
- TYPE : LR 1800 
- YEAR : 1997 (First in operation in 1998) 
- SERIAL N° : 00 15 070 08 
 
MAIN DATA 
 
- MAX.  CAPACITY : 800t 
- ENGINE : DB OM 444 LA  (677 hp / 498 kW) 
- HOURS : Approx. 21.000hs, full engine overhaul @ 15.000hs  
- TRACK : 12,3m 
- COUNTERWEIGHT : 238t / 142t 
- MAINBOOM : S 91m 
- DERRICK : D 42m  &  Tray with stinger 
- DERRICK COUNTERWEIGHTS : no 
- LUFFING JIB : no 

- CONFIGURATIONS : S, SDB 
- BOOM NOSE : S-Runner 60t capacity 
- WINCHES : I, II, III, IV & V as winch VI 
- HOOKBLOCKS : -  520t/260t, 2x 7 sheaves   
  -  140t, 3 sheaves  
  -  60t, 1 sheave 
- S.L.I. (Safe Load Indicator) : PAT DS 350 
 
  
OPTIONS : -  Quick connection 
  -  Crawler pads 2m wide 
  -  Hydraulic jack-up rams 
  -  Hydraulic pin pulling device – tracked 
 
OTHER :  -    Engine overhauled at 15.000 hs 

- W1, W2, W3: overhauled in 2014 
- W4, W5 : overhauled in 2018 

 
PRICE:      Upon request JLS@sarens.com  


